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SECTION 4 

RESERVOIR AVENUE PUMP STATION EVALUATION AND 

RECOMMENDATIONS 

 

4.1 INTRODUCTION 

As outlined in the 1967 Whitman & Howard Sewerage System Study for the Town of Trumbull, 

the Reservoir Avenue Pump Station sewer shed was the first area of the Town of Trumbull to 

have sewers constructed.   Construction of this sewer project was completed in the early 1970's; 

the collection system and original pump station infrastructure is over 40 years old.   

 

The Reservoir Avenue Pump Station 

was originally constructed as a dry-

pit / wet- pit style station in the early 

1970's with two pumps each rated at 

nearly 1,300 gpm (1.9 mgd).  While 

current average maximum flows for 

the station are 3,750 gpm (5.4 mgd), 

current average flows are only 475 

gpm (0.68 mgd).  Therefore, the 

station was expanded in the mid 

1990's to include a second wet well 

with a submersible 'jockey' pump to 

handle average daily flows and the 

original dry-pit/wet-pit station was 

maintained to handle peak flows.  

Figure 4-1 provides a graphica; representation of the pump station components located at this 

site. 

 

Figure 4-1: Reservoir Avenue Pump Station 

Flow Schematic 
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To accomplish the addition of the second station, the invert of the manhole conveying flow from 

the 14-inch pipe entering the station from the west was re-configured to allow flow to be directed 

to either the original wet well or the new wet well.  In order to help keep debris out of the wet 

wells, WPCA staff installed a simple bar rack type screening structure at each of the inverts 

leaving the manhole.  Also, diversion plates are utilized to direct most of the flow that enters 

from the west to the submersible pump station.  

 

A metal "can style" dry-pit contains the pumps, valves, panels and controls, etc. constructed with 

the original wet well.  The newer 'jockey pump' is a submersible style pump located within the 

second wet well. The two separate wet wells operate on individual level controls but are 

interconnected with a high level overflow pipe to allow wastewater to be conveyed between the 

stations should there be a failure of the pump(s). 

 

Each pump configuration discharges into a dedicated force main which conveys wastewater to 

the high point of Reservoir Road to the north of the station. 

 

4.2 DESIGN AND OPERATION OVERVIEW 

The Reservoir Avenue Pump Station is essentially two pump stations co-existing on one site. 

Influent  enters  the  site  from  both  the  east  and  the  west.  Each  pump  station  wet  well  has  a  

dedicated control system.  If the wastewater levels in the submersible station wet well increase 

rapidly and the submersible pump can not manage the flow, the wastewater overflows to the 

original wet well.  The pumps in the dry pit then operate based on the wet well elevations in the 

original wet well.  The opposite of this is also true; if the dry-pit pumps cannot maintain the wet 

well elevation, the wastewater elevation will rise and overflow to the submersible wet well and 

the submersible pump will attempt to manage the excess flow.  In essence, the original dry-

pit/wet-pit style station acts as a back-up to the newer single submersible style station and vice 

versa.  

 

The dry-pit pumps are not reliable.  Operators report that when dry-pit pumps are not working, 

they suspect they may have been inoperable for several days.  The wastewater flow is conveyed 
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by  the  overflow  pipe  to  the  submersible  pumps  during  this  time.   However,  note  that  the  

submersible station is not sized for the peak flow events and does not have a second pump for 

redundancy.  The Guide for the Design of Wastewater Treatment Works (TR-16) provides 

minimum design standards for a pump station.  Each station should be designed with a minimum 

of two pumps and the station should be able to handle the peak flow with the largest pump out of 

service.   Thus,  if  one  considers  that  the  dry-pit  pumps  are  not  reliable  and  as  such  not  even  

considered part of the design, the single submersible pump is not adequately sized to handle the 

design  flows  for  this  area;  the  station  does  not  have  the  required  pumping  redundancy.   In  

addition, the wet well for the submersible station is installed at a shallow depth and provides 

limited additional operating depth.  The wet well is not adequately sized to handle either the 

current or future peak flow design condition and does not have adequate space for the installation 

of additional pumps.   

 

Furthermore, the integrity of the original below grade "can 

style" dry-pit is not sound and continues to deteriorate.  

The floor is  rusting and there is evidence of the structure 

leaking groundwater.  It is typical of these below grade 

"can style" dry-pits to have a sacrificial anode placed below 

grade to attract and take the corrosion from the moisture in 

the ground so that the degradation of the structure can be 

minimized.  For this style station, the sacrificial anode must 

be replaced periodically to continue to act as the sacrificial component in lieu of the dry pit ‘can’.  

It is our understanding that the anode for this station has not been replaced since its original 

installation of 1970. 

 

Also, the electrical and control panels for the dry-pit/wet-pit station are all located below grade 

in the dry-pit.  Access to the below grade dry-pit requires confined space protocols for entry.  

Thus, anytime the pumps require work, or the electrical and control panels need to be accessed, 

two personnel must be onsite.  A common practice for upgrading this style station is to relocate 

all of the electrical and control cabinets above grade.  

 

Floor in Dry-Pit 'Can' 
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Pump No. 1 (as seen from above) 

Submersible jockey pump 

The observations outlined above were utilized to develop options for upgrading the station, as 

outlined in remainder of this section. 

  

 

4.3 PROCESS AND RELATED STRUCTURES 

4.3.1 Pumping Equipment 

The existing pump station is equipped with two dry-pit 

submersible Flygt sewage pumps believed to be rated for 

1290 gpm at 79' TDH each.  The flow and TDH 

information was obtained from the pump nameplate data.  

The current dry-pit pumps were installed in 1996 to 

replace the original pumps installed in 1970.  The Flygt 

pumps have been intermittently reliable over their 15 

year  service  life.   It  is  assumed  that  these  pumps  will  

become subject to increasing repair needs as they continue to age.  The dry-pit pumps were 

designed for the original peak design flow condition, the capacity of the pumps was much larger 

than the design average daily flow requirements.  Thus, the large motors for the original pumps 

were being powered during average daily flow conditions, which occurs a majority of the time.   

 

As an energy saving measure, the WPCA evaluated the 

potential to install a 'jockey pump' for use during average 

flow conditions.  The biggest advantage of installing a 

'jockey pump' is the decreased power requirement for the 

smaller motor as compared to that required to operate the 

large motor inefficiently.  For this reason, the Town and 

WPCA decided to install  a 'jockey pump' arrangement at  

the Reservoir Pump Station site.  However, because the existing configuration of the dry-pit / 

wet- pit arrangement, the new 'jockey' pump could not be installed in the existing infrastructure.  
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Valve Vault with Emergency By-Pass 

(By-Pass Connection Shown Below) 

A new second wet well was installed for the purposed of 

installing the new 20 hp Flygt submersible style 'jockey 

pump.'     

 

During our site visit, the operators noted that the "new" 

wet well does not add as much additional capacity as was 

intended; the wet well was installed at a shallow elevation.  

As a result, the jockey pump runs fairly often in a narrow 

range of water elevations.  Because flow enters the 

original wet well continuously, the dry-pit pumps run 

periodically.   However,  the  dry-pit  pumps  run  when  the  

'jockey' pump is unable to keep up, such as during 

sustained heavy rainfall events. 

 

The pump station does not have a flow meter installed at 

the station.  The estimated average daily flow is calculated 

by multiplying the individual pump run time by the pump 

design  capacity.   This  method  of  flow  measurement  is  

acceptable for estimating the approximate total volume of 

daily flows, but it cannot be utilized to measure 

instantaneous peak flows at the station.  Also as pumps age, the impellers and volute become 

worn, reducing the overall  efficiency of the pumping capacity of the pumps.  Therefore,  actual 

flows may be less than calculated using run times due to reduced pumping capacity. Wright-

Pierce was unable to conduct drawdown tests, as the wet well configuration is not conducive to 

such testing.  However, it can be assumed that the pump impellers and/or volute are somewhat 

worn, resulting in slightly lower capacity and more inefficient operation of the pumps. 

 

Flow to the station site is conveyed by gravity through both a 14-inch asbestos concrete sanitary 

sewer pipe from west side of the site and an 8-inch asbestos concrete pipe from the east side of 

the site.  The original dry-pit pumps are equipped with 8-inch isolation gate valves installed on 

the pump's suction and discharge piping.  In addition, 8-inch spring loaded check valves are 
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located on the existing 8-inch pump discharge piping within the valve vault.  Although the valves 

and  check  valves  are  operating  properly,  the  dry-pit  equipment  is  over  40  years  old  and  at  the  

end of its useful life.  Both dry-pit pump discharges combine into a single 10-inch force main 

inside the dry-pit 'can' before leaving the site to east.  The force main is located in Reservoir 

Avenue; the terminus is located approximately 2,840 feet downstream from the pump station on 

Reservoir Road at Lynwood Drive and discharges to a manhole on an existing 10-inch gravity 

pipe.    

 

All discharge valves for the submersible pump are located in the below grade valve vault.  An 

emergency by-pass is also connected to the submersible pump discharge force main within the 

valve vault.  Depending on the proposed upgrade project construction sequence, this emergency 

by-pass connection may be useful during the replacement of the existing pumps and piping 

systems.  The second, newer, force main was reportedly installed along side the road and also 

terminates in the same general location as the 10-inch force main.  Based on our discussions with 

the Town, both force mains are in good working condition.                                           

  

In summary, the following pumping/process equipment is recommended to be removed and 

replaced: 

 Smith & Loveless Pump No.1 and Pump No.2, including pump motors 

 Flygt submersible "jockey" pump 

 Alls suction and discharge valves 

 

In addition, a magnetic flow meter should be installed at the station to more accurately track 

flows to the station. 

 

4.3.2 Pump Room (Drywell) 

The existing dry-pit submersible pumps, pump controls, bubbler level monitoring system, space 

heater, and dehumidifier are located in a small steel drywell approximately 25 feet below grade.   

The below-ground pump room is accessed through a 4-foot diameter steel tube through a hinged 

entrance hatch.  The tube has a surface mounted metal ladder; access from the at grade opening 
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Access Tube to Drywell 

to the ladder is difficult.  The steel drywell is classified as a Confined Space.  The pump room is 

very small and any work on the pumps, piping, electrical or control cabinets requires significant 

effort by the Trumbull Water Pollution Control Authority staff.   

 

Based on visual observations during site visits, the 4-foot 

diameter access tube and the below ground pump room 

(steel "can") are in poor condition.  There are visible signs 

of corrosion on the floor and at the time of our site visit a 

significant amount of groundwater had seeped in to cover 

the floor. The steel "can" access tube shows some signs of 

surface corrosion; it was difficult to determine the extent of 

the damage based solely on a visual inspection.   

 

It is recommended that the entire dry pit be abandoned and replaced.   

 

4.3.3 Wet Wells 

The original pump station wet well was constructed in 

1970 from 72-inch diameter reinforced concrete pipe 

sections.  The wet well is approximately 16 feet deep, 

and it is supported by a 21-inch thick reinforced 

concrete foundation mat.  The wet well can be accessed 

through a manhole with a 24-inch opening and 

descending down 15 feet via a set of aluminum manhole 

rungs.  

 

A second pre-cast wet well was constructed in 1996.    

According  to  discussions  with  the  WPCA  staff,  this  wet  

well only added 3 feet of effective capacity in addition to 

the original wet well.  The wet well can be accessed 

Wetwell Access Manhole 
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Original 72-inch RC Pipe (Wetwell) 

through a 24-inch manhole cover and descending 15 feet via a set of aluminum manhole rungs. 

 

At the time of our first site visit, there was very little grease accumulation 

on either of the wet wells' wastewater surfaces.  Reportedly, the wet wells are cleaned 2 times a 

year, which seems sufficient to mitigate the grease buildup that can potentially contribute to odor 

generation and corrosion within the wet well.   

 

The upper section of the wet wells (located above the wastewater level) was visually inspected 

for any cracks or any signs of concrete corrosion or exposed rebar.  At the time of the site visit, 

no corrosion or cracks were observed in the wet well.   

 

As discussed earlier, the size of each wet well is not sufficient for the anticipated upgrades at this 

station.  It is recommended that neither wet well be re-used as part of the upgrade, but rather that 

a new one wet well, which has been appropriately sized for future capacity and to fit 

recommended submersible pumps, be designed. 

 

4.3.4 Upgrade Options 

As outlined in Section 2, the future average and peak design flow conditions for the Reservoir 

Avenue Pump Station are: 

Future Average Daily Flow 0.73 mgd 

Future Peak Flow   5.79 mgd 

 

The span of values between these design flow conditions warrants a pump station design with 

more  than  one  pump.   While  a  single  pump  design  can  be  implemented  for  this  station,  the  

operating point of a single pump can only be varied by roughly 50% on a Variable Frequency 

Drive (VFD).  Thus, a single large pump would be sized to handle the peak flow which would be 

significantly larger than needed to handle the average flow condition.  While the design of a 

single pump for this station can be utilized and would work by altering typical control strategies, 

it  would  not  be  an  efficient  use  of  power.    A more  efficient  design  would  be  a  pump station  
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Reservoir Pump Station Site 

 

4.4 CIVIL SITE 

The Reservoir Avenue Pump Station is located within a 

residential neighborhood and is located very close to the 

home on the adjacent parcel.  While utilities companies 

typically  try  to  be  cognizant  of  the  appearance  of  their  

infrastructure when located in a residential area, sufficient 

security measures should be provided to protect the pump 

station and equipment from vandalism.  A security chain 

link fence surrounds the pump station, which is in full view 

of the road and the nearby residence.  The WPCA staff has 

not reported any problems with site security or vandalism.   

 

The existing designated parking consists of a pull-off in the 

shoulder of the road with limited space for one to two 

vehicles.  Convenient and safe parking area should be 

provided for the staff for parking during visits to the station.  

Based on our observations of the site, the current driveway access and parking is just adequate 

for one vehicle to be parked at the station.  The paved surface is cracked and in very poor 

condition.     
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There is an existing potable water yard hydrant at the generator building, but it was reportedly 

inoperable at the time of our site visit.  Potable water sources at wastewater pumping station sites 

require the installation of backflow preventer.        

 

The pump station's proximity to the 100-year flood plain was evaluated based on the most recent 

FEMA maps, and it was determined that the station is not located with the 100-year flood plain. 

 

The process evaluation recommends that the entire pump station site (i.e. both stations) be 

replaced with one single station.  Assuming that the new pump station will be constructed 

partially within, or adjacent to, the existing parcel it is likely that the entire site will need to be 

reconstructed.      

 

4.5 ARCHITECTURAL 

An architectural  evaluation of a pump station is  performed to a) determine the condition of the 

architectural features of a building; and b) evaluate the building or spaces with regard to current 

building  codes.   This  station  site  does  not  have  an  existing  building  feature.   Thus,  the  

architectural review will be with regard to the new building space and governing codes; the 

condition of specific features is discussed in other sections of the report. 

 

Table 4-1 below presents a summary of the existing General Building Data and governing codes.  

If the below grade dry-pit 'can' were recommended to be reused, the upgrade would be designed 

to meet the following codes. 

TABLE 4-1  
TRUMBULL WPCA - SSES PHASE I 

GENERAL BUILDING DATA 
Governing Codes 2005 Connecticut State Building Code (IBC 2003 as amended) NFPA 

820 
Use Group 
Classification 

International Building Code  F-1 Factory 
NFPA 820    Class 1, Division 2  
(Refer to the Electrical section) (below-grade pump rooms) 

Occupant Load      The building is not normally occupied 

Construction Type 2B 
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The recommended upgrade for this station will include the construction of a building space to be 

used primarily for housing all of the control and electrical equipment and panels.  The specific 

control and electrical components recommended for the upgrade are discussed in the respective 

sections below. 

 

4.6 HEATING AND VENTILATION 

The existing drywell is located 25 feet below ground level and is classified as a Confined Space.  

As such, it must be continuously ventilated while occupied.  The ventilation for the drywell 

consists of an exhaust fan ducted through the ladder system and to the outdoors along with an 

inlet duct from outdoors to a vent at the top of the access riser. Drywell ventilation is activated 

when the access hatch is opened, typical of Smith & Loveless pump station system.  However, at 

the  time  of  the  site  visit,  the  ventilation  was  not  functioning,  which  is  a  code  violation.  The  

drywell is also outfitted with a sump pump, which has reportedly fails from time to time. 

 

The new occupied or building spaces designed for the station upgrade are recommended to be 

heated by an electric unit heater. A ductless split system air conditioning unit is recommended to 

be installed to cool waste heat being produced by the new electrical equipment.  The building 

space should be designed so that there are adequate air changes per hour based on the occupant 

load and designation.     

 

4.7 INSTRUMENTATION 

4.7.1 Existing Monitoring and Controls Systems 

There are two separate, but connected, wet wells.  One wet well contains a submersible jockey 

pump with dedicated float switches for automatic pump on/off control.  The two original pumps, 

located in a dry pit, draw suction from the original wet well.  Float switches and a submersible 

level transmitter are used for automatic pump control. 

 

The submersible pump and dry-pit pumps can be operated in either manual or automatic control 

modes; when automatic control is selected, logic for starting and stopping the pumps resides in a 

amy.coppers
Rectangle

amy.coppers
Rectangle



 

Project No. 12051C 4 - 15 Wright-Pierce 

Flygt Corporation control  panel and a Backup System control  panel.   Float switches in the wet 

wells provide input to Multitrode level control device in the Flygt control panel; a submersible 

level transducer in the wet well that the main pumps draw from provides an input to a PLC 

Direct PLC analog input module in the Backup System panel.  The backup system panel also has 

a PLC Direct OptiMate series model OP-620 operator terminal that provides monitoring and 

control information (such as pump start/stop levels, alarms, etc.).  Using the analog signal from 

the submersible level transducer, the PLC energizes control relays to close contacts in the Flygt 

control panel that are used for automatic control of the main pumps and submersible pump when 

"Backup" mode is selected.  If "Multitrode" mode is selected, then float switch inputs to the 

Multitrode device in the Flygt panel are used for automatic control of the main pumps and the 

submersible pump.  The Flygt panel also contains hard-wired logic to start the submersible pump 

if a failure of one of the main pumps is detected.  Further details of the monitoring and control 

functions at the pump station are found in the drawings and materials in the operations and 

maintenance manual. 

 

Station alarms are connected to a leased-line telephone telemetry alarm system contained in a 

separate control panel.  The alarm system utilizes an Autocon transmitter and Autocon telephone 

interface to communicate a common pump station alarm condition.  Town staff must visit the 

station to determine the nature of the alarm(s) that triggered the common alarm.  There are 

indicating lights on the alarm panel to aid operators in determining the nature of the alarm. 

 

There is not currently a SCADA system that encompasses the Reservoir Avenue pump station.  

Instead, a common alarm at each of the individual stations is dialed out through an alarm service.  

Operators must report to the particular station to determine the nature of the alarm(s), and to 

record pump run times, flows, etc. are desired.   See Section 2 for a more detailed discussion of 

the options for implementing a Town-wide SCADA System. 

 

4.7.2 Monitoring and Controls Systems Upgrades 

New PLC-based monitoring and control systems are recommended to be provided at the pump 

station.   The proposed PLC can be housed in a steel  control  panel with the appropriate NEMA 

amy.coppers
Rectangle



 

Project No. 12051C 4 - 16 Wright-Pierce 

rating for the area in which it is located, and a graphic screen operator interface terminal (OIT) 

on the panel front would provide access to station monitoring, alarm and control functions.  The 

proposed PLC-based control system will be designed to be readily adaptable for connection to a 

SCADA system.  Manual controls for pumps, including Hand/Off/Auto switches and speed 

controls for VFDs, will be located on the control panel or at the MCC/VFD; the best location 

would be determined during detailed design.  In Auto mode, pumps would be controlled by wet 

well level; variable speed pumps would be programmed to vary speed in accordance with wet 

well level.  Depending upon the type of pump selected for use, the appropriate hard-wired 

equipment protection interlocks would be implemented in either the control circuit in the 

MCC/VFD, or in the new control panel. 

 

With the recommended design of a new pump station, a single wet well would be constructed at 

the Reservoir Avenue site, and new wet well level measurement instrumentation would be 

provided at the pump station.  This instrumentation consists of a submersible level transducer for 

continuous wet well level measurement, and float switches used for alarming and for back-up 

level control in the event of a PLC or submersible level transducer failure.  The back-up level 

control circuit would function independently of the PLC and level transducer, and include timing 

relays  to  stagger  pump starts.   Other  control,  alarm or  monitoring  signals  (such  as  a  flow rate  

measurement) would be incorporated into the control panel design as available, and would be 

available for access by a SCADA system. 

 

4.8 ELECTRICAL 

Due to the age of the existing electrical equipment, any upgrade to the station should include 

removal of all existing electrical equipment including but not limited to the existing electrical 

service, main disconnect switch, lighting, generator, fuel tank, existing pump controls, wires and 

conduits.  A summary of the state of the existing electrical systems and recommended 

improvements are outlined below.  
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4.8.1 Site Power 

The existing United Illuminators (UI) service is 400 amps at 230VAC, 60 Hz. 3 phase. The 

Service comes in from transformers located at pole #4135 across the street from the facility. The 

service lines then connect to a 400 amp main service disconnect. Power is then routed to an 

outdoor 400 amp automatic transfer switch (ATS) and pump control panel located in the below 

grade dry well. The Pump Control Panel provides power for two 40 Hp submersible pumps, and 

one 20 hp jockey pump. It also provides power for a small transformer and local distribution 

panel for ventilation, lighting, instrumentation, and dry well sump pump.  

 

Based on our site visit observations and discussions with WPCA personnel, the following are our 

recommended improvements related to upgrading the existing power service to the pump station:  

 

 Installation of a new 200 amp, 480/277 VAC 3 phase 4 wire Service, Service Disconnect, 

and Distribution Panel. The new services disconnect and distribution panel shall be 

mounted within a new Pump Station Building. Feasibility of routing service lines on the 

existing utility poles must be investigated during design. The distribution panel would 

provide 480V power to the 25 hp submersible pump VFD's, a 15 KVA step down 

transformer, and any electrical heaters within the building. A lighting panel shall also be 

installed for all 120 VAC related lighting and control circuits. Disconnection and removal 

of electrical distribution equipment shall be phased such that pump station down time is 

minimized. 

 

4.8.2 Emergency Power 

An on site Diesel Generator rated at 125 kw provides back-up power to the facility. The ATS 

transfers back-up power to the pump control panel upon a power loss. Once Normal Power is 

restored the ATS transfers the load back to the utility power source. A diesel tank is located 

adjacent the generator on the site.  The generator and transfer switch were installed in the mid 

1980's and appear to be in good condition. Operators report no mechanical trouble with the unit. 
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2.7-1

2.7 OLD TOWN ROAD PUMP STATION

The Old Town Road Pump Station is a Dry Pit/Wet Pit ‘Can-Style” pump station located at

1980 Old Town Road.  The service area is largely comprised of residential neighborhoods

and is located on the South end of town bordering Bridgeport.  The station includes a paved

site that is surrounded by a chain link fence and overgrown arborvitaes.  The pump station

has the ability to overflow from the wet well to the Bridgeport collection system during an

emergency situation.

FIGURE 2-6

OLD TOWN ROAD PUMP STATION

The existing pump station has two constant speed dry pit submersible pumps designed to operate

in a lead/lag arrangement.  The pumps were originally constructed by Allis Chambers but recently

rebuilt in 2014 by Flygt which included new motors and N-series impellers. The design capacity

of the pumps is included in Table 2-6 below.  The pump TDH could not be determined from any

record documents and there were no pressure gages installed at the station.



2.7-2

TABLE 2-6

OLD TOWN ROAD PUMP STATION

PUMP CAPACITY INFORMATION

Each Pump
Existing Design Capacity (gpm) 514
Existing Design TDH (ft.) Unknown

The Old Town Road Pump Station includes the following specific components:

Process:

· Two, 514 gpm constant speed dry pit submersible Flygt pumps, with 20 hp motors.

· A 6-inch force main.

· A seven (7) feet diameter precast concrete wet well.

· Steel “Can-Style” dry pit which houses the pumps and shut-off valves.

Electrical:

· The existing electrical service from the immediately adjacent utility pole to the cabinet is

underground. The electrical service is rated 208V, 3 phase, 4 wire provided by United

Illuminating. The existing service rating is 200A.

· The generator is a 120/240V, 3 phase, 60 Hz Onan natural gas generator and respective

transfer switch.  The generator does not currently operate and has been decommissioned.

· It appears the devices located in the wet well and dry well area are not rated for hazardous

areas.

Instrumentation:

· NEMA 1 Control Panel.

· Flygt Multitrode hydro-magnetic level transducer with multimode controller (primary level

control).

· Submersible pressure transducer with a PLC (secondary level control).

· Doppler flow meter (not in operation).

· There is no telephone line or alarm system with remote capabilities at this station.



2.7-3

Mechanical:

· The dry pit includes a forced air ventilation fan (Dayton), a dehumidifier and a 1/3 hp sump

pump (Zoller).






